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-INSTALLATION OF PILASTERS

Application Over Exterior Surfaces

* Measure and cut pilasters to the required
length.

» To attach pilaster caps, use template
enclosed in the carton. Mark and drill holes
into back of pilasters (use 3/16” drill bit).
IMPORTANT: When installing during new
construction before vinyl siding, use lower
set of holes on the template. This will ensure
that the caps will sit 3/4” above the top of the
pilasters. Attach caps to pilaster using
4 screws (enclosed).

» To attach pilaster bases, use template
enclosed in the carton. Mark and drill holes
into back of pilasters (use 3/16” drill bit).
Attach caps to pilaster using 4 screws
(enclosed).

 Attach mounting clips and pilasters (three
sets for 96” and four sets for 144”) by
locating top clips 8” from top and bottom
clips 12” from the ground. Space third set at
mid-point for 96” pilasters. Evenly space the
other two sets for 144" pilasters. If the clips
are being applied to beveled wood or vinyl
siding, bend the two tabs on the clips so that
the clips are installed in a vertical position.

 Locate clips 1/8” from door trim. Attach the
clips onto the subtrate with two screws
(enclosed).

* Place pilasters over clips and snap
into place.
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-INSTALLATION OF MANTEL

continued

Modified Length-Mantel

» To lengthen a mantel, cut the ends off two
mantels. The mantels should be equal in
length and must span the required distance.

» To shorten a mantel, cut out a center piece
to make two equal size mantels totalling the
required length.

* Place the two cut mantels face down and
locate hole for mantel overlay. From center-
line (cut edge) of mantels measure over
2-3/4”, and from top of mantels measure
down 4-1/8”. At these locations, drill one
3/16” hole into each mantel piece. Place
mantel overlay face down located under the
two mantel sections. Make sure to tightly
butt the two mantel parts and then fasten
the two mantels to the overlay with
two #8 x 1/2” screws (provided).

 To stabilize the system (especially longer
lengths) it is recommended that you screw a
6” by 7-3/4” piece of plywood centered into
the back of the two mantels. This will elimi-
nate sagging.

 To install clips and mount the mantel
system, use the distance from the center
of modified mantel system to one of the
mounting ribs to determine the location of
your clips.

NOTE: Seal gaps at top of mantel if
Pediment/Urn system is not used.
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