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8" - 12"

11/2"

Option 3:
• Determine the band board location.

• Install siding to that location and then install
the band board.  Nail every 8” to 12” with
nails centered in slots.

• Utilize field form aluminum to adjust the
location of the lineal at the desired height.

• Proceed with standard panel application for 
vertical or horizontal siding.

Band Board Overlaps
• Create a water diverter at all band board

overlaps by using pieces of aluminum trim
coil or scrap vinyl siding.

• Fasten diverter above the 5” lineal and 
extend below to cover the top of the lock or 
nail slots of the siding panel below.

Overlapping Lineals

• Notch the back legs of the lineal to be 
overlapped by making a series of cuts as
indicated in the diagram.

• Cut a tapered notch into the radius at the
top and bottom of the lineal on the end to be 
overlapped.
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Overlapping Lineals continued

1/2"

• Slip the un-notched lineal 1” over the
notched lineal, leaving 1/2” for expansion.

Note: For best appearance, be sure the 
overlaps are away from the direction that
the house is most commonly viewed.

continued on next page
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WINDOW AND DOOR TRIM

8" - 12"

1/16"

• Create a watertight seal:

- Apply a 1/8” bead of caulk around the
perimeter of the window or door frame
before installation.

- Apply caulk around the corner of the nail
fin and where the window or door meets
the  sheathing.

• Measure the width of the top of the frame 
and cut a piece of starter strip 1/8” less than
the frame.

1/16"

8" - 12"

• Install the starters.  For vertical starter
strips, nail the first nail in the upper most
edge of the first slot.  All other nails should
be centered in the slots every 8” to 12”.

• Butt the starter strip against the opening,
center it and nail every 8” to 12” being sure
to nail in the center of the nailing slots.
(Starter strips are available for both new
construction and remodeling applications.)

• Continue to measure and cut starter strips
for the other sides of the frame.  Be sure to
cut starter strips 1/8” less than each 
measurement.
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• Measure and cut the lineals.  For 3-1/2” 
lineals add 7” to your measurement in order
to accommodate their widths at corners.
For 5” lineals, add 10”.

• Lineals should be installed in the following
order: top, sides, bottom.

5" Lineal =
Window Width +10"

3-1/2" Lineal =
Window Width + 7"

3-1/2" Lineal =
Window Height + 7"

5" Lineal =
Window Height + 10"

Width

Height

Notch 1" and
Bend Tab Down

Cut at 45° Angle
Cut at 90° Angle

To install the top lineal...
• Miter each end of the lineal at a 

45° angle

• Notch the channel 1” to form a flap and
bend it down (do this on both ends)

8" - 12"

• Push the locking leg of the lineal into
the channel of the starter and center it
above the frame

• Nail every 8” to 12” with nails centered
in slots of lineal

continued on next page
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To install the bottom lineal
• Cut a notch on each side of the back of

the lineal as shown.

• Cut a 1” notch out of the nailing hem side.

1"

1"

3/8"

1"
1"

Cut at 90°
and dispose

Right Side
Lineal Shown

• Push side lineals into the channel of the
Starter about 2” down from the header and
slide the lineal into place.

• Fit tabs of the header lineal down into the 
side lineals.

• Nail top nail of the side vertical lineal
into the top of the slot, then nail lineals into
place every 8” to 12” with nails 
centered in slots.

To install side lineals

• Cut a 1” notch off the legs for the top of 
the lineal and a 45° miter cut for the bottom.

• Cut a 1” notch out of the nailing hem side.

• Make curved sliver cuts on the top of 
the lineal.

NOTE: Right and left lineals should have
opposite cuts.
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1/8"

Center Nail
in Slot Every

8" - 12"

• Work the bottom lineal into place by flexing
the material to fit it together with the side 
lineals, lapping the side lineals over the 
bottom lineal.

• Complete by nailing the bottom lineal every
8” to 12” with nails centered in slots.

To install the bottom lineal
• Make a 1/8” curved sliver cut on the

bottom front of the lineal.

• Push the locking leg of the lineal into the
channel of the starter.

• Nail the bottom lineal into place only after
the side lineals are installed.


